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Mine Safety and Health Admin., Labor § 75.310 

ASTM E119–88, ‘‘Standard Test Meth-
ods for Fire Tests of Building Construc-
tion and Materials’’ is incorporated by 
reference and may be inspected at any 
Coal Mine Health and Safety District 
and Subdistrict Office, or at MSHA’s 
Office of Standards, Regulations, and 
Variances, 1100 Wilson Blvd., Room 
2352, Arlington, Virginia 22209–3939, or 
at the National Archives and Records 
Administration (NARA). For informa-
tion on the availability of this mate-
rial at NARA, call 202–741–6030, or go 
to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. In addition, copies 
of the document can be purchased from 
the American Society for Testing Ma-
terials (ASTM), 100 Barr Harbor Drive, 
PO Box C700, West Conshohocken, PA 
19428–2959; http://www.astm.org. This in-
corporation by reference was approved 
by the Director of the Federal Register 
in accordance with 5 U.S.C. 552(a) and 1 
CFR part 51. 

Point feeding. The process of pro-
viding additional intake air to the belt 
air course from another intake air 
course through a regulator. 

Return air. Air that has ventilated 
the last working place on any split of 
any working section or any worked-out 
area whether pillared or nonpillared. If 
air mixes with air that has ventilated 
the last working place on any split of 
any working section or any worked-out 
area, whether pillared or nonpillared, 
it is considered return air. For the pur-
poses of § 75.507–1, air that has been 
used to ventilate any working place in 
a coal producing section or pillared 
area, or air that has been used to venti-
late any working face if such air is di-
rected away from the immediate return 
is return air. Notwithstanding the defi-
nition of intake air, for the purpose of 
ventilation of structures, areas or in-
stallations that are required by this 
subpart D to be ventilated to return air 
courses, and for ventilation of seals, 
other air courses may be designated as 
return air courses by the operator only 
when the air in these air courses will 
not be used to ventilate working places 
or other locations, structures, installa-
tions or areas required to be ventilated 
with intake air. 

Worked-out area. An area where min-
ing has been completed, whether 
pillared or nonpillared, excluding de-
veloping entries, return air courses, 
and intake air courses. 

[61 FR 9829, Mar. 11, 1996; 61 FR 29288, June 
10, 1996, as amended at 67 FR 38386, June 4, 
2002; 69 FR 17526, Apr. 2, 2004; 71 FR 16668, 
Apr. 3, 2006] 

§ 75.302 Main mine fans. 

Each coal mine shall be ventilated by 
one or more main mine fans. Booster 
fans shall not be installed underground 
to assist main mine fans except in an-
thracite mines. In anthracite mines, 
booster fans installed in the main air 
current or a split of the main air cur-
rent may be used provided their use is 
approved in the ventilation plan. 

§ 75.310 Installation of main mine fans. 

(a) Each main mine fan shall be— 
(1) Installed on the surface in an in-

combustible housing; 
(2) Connected to the mine opening 

with incombustible air ducts; 
(3) Equipped with an automatic de-

vice that gives a signal at the mine 
when the fan either slows or stops. A 
responsible person designated by the 
operator shall always be at a surface 
location at the mine where the signal 
can be seen or heard while anyone is 
underground. This person shall be pro-
vided with two-way communication 
with the working sections and work 
stations where persons are routinely 
assigned to work for the majority of a 
shift; 

(4) Equipped with a pressure record-
ing device or system. Mines permitted 
to shut down main mine fans under 
§ 75.311 and which do not have a pres-
sure recording device installed on main 
mine fans shall have until June 10, 1997 
to install a pressure recording device 
or system on all main mine fans. If a 
device or system other than a circular 
pressure recorder is used to monitor 
main mine fan pressure, the moni-
toring device or system shall provide a 
continuous graph or continuous chart 
of the pressure as a function of time. 
At not more than 7-day intervals, a 
hard copy of the continuous graph or 
chart shall be generated or the record 
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